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EXPERIENCE
IS THE POWER

Caloree was established in 2005 for the purpose of manufacturing and
exporting of HVAC products. The Company has started its production with
Steel Panel Radiators. In course of time, having several years of experience,
it has begun to produce Towel Driers. Step by step, adapting new
technologies Caloree has reached the most extensive product range in the
sector. We have completed all our R & D studies in order to launch the Wall
hang boiler production as soon as possible.

Steel Panel Radiator factory is set up at 24,000 m2 area and has annual
production capacity of 2 millions meters. With its professional staff and high
technology Caloree offers its customers high end products tested at each
stage of production for the achievement of best possible quality. Due to
state of art technology used in Panel Radiator production Caloree offers its
customers 10 years product warranty, thus exporting its products
worldwide.

Caloree Steel Towel Drier Factory is set up at the area of 50.000 m2, 16.000
m2 of it being the closed area. In Towel Drier facility Caloree produces its
own raw material, pipes and tubes, which are later utilized in production of
500.000 towel driers per annum. Applying systemathic educational classes
to its professional staff , Caloree improves its production abiltity by regular
improvements in production technology and methodology.

Constantly expanding its product range, Caloree R&D division is able to
fastly design and manufacture customized new models demanded by its
partners. Using advanced product tracing authomation, Caloree delivers its
products at the highest pace with lowest costs.

Exporting all its production worldwide, Caloree aims market export
leadership by constant investments in its production and sales.
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CALOREE IS AN INTEGRATED MANUFACTURER OF '.-ﬁ
STEEL PANEL RADIATORS AND STEEL TOWEL DRIERS.
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%] COMPACT
PANEL RADIATORS

« 6 Different Types: 10-P, 11-PC, 20- PP, 21-PCP, 22-PCCP, 33-PCCPCP

» 6 Different Heights : 300 mm, 400 mm, 500 mm, 600 mm, 750 mm, 900 mm

« 28 different length choices from 300 mm to 3000 mm with the increases of
100 mm.

« Cold Rolled panel and convector steel according to DIN EN 10130 standards.

 Ideal thermal outputs with optimized pitch distance and wide convector
surface area approved by HLK Stuttgart GmbH.
e High corrossion resistance with state of art surface treatment.

« Ecological water based wet paint & RAL 9016 epoxy polyester electrostatic

powder paint.

«  Maximum working temperature is 110°C.

¢ 4 xR 1/2” connection.

«  Wide assembly kit including mounting console, wall plugs, purger plugs,
screws and plastic clips.

e High quality production according to CE, EN 442, GOST - R, UKR SEPRO

standards.
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9.8 COMPACT VENTIL
PANEL RADIATORS

« The Compact Ventil Panel Radiator is fitted with an integrated supply and
return pipes for 2-pipe systems. This makes it possible, besides the
possibility of the 4 x 1/2"connections at the side, to also elegantly connect it
from below.

e The Compact Ventil Panel Radiator can be produced as ventil to be placed
in right & left side or middle connection (Compact Ventil M Panel Radiators)
upon request.

« Production is optional with or without mensoles upon request.

e Oventrop thermostatic insert valve is also provided unless otherwise
specified.

» Spring Consoles ( C consoles ),Floor standing consoles and thermostatic
heads can be supplied upon request.

« 6 Different Types: 10-P, 11-PC, 20- PP, 21-PCP, 22-PCCP, 33-PCCPCP

« 6 Different Heights : 300 mm, 400 mm, 500 mm, 600 mm, 750 mm, 900
mm?28 different length choices from 300 mm to

+ 3000 mm with the increases of 100 mm.

e Cold Rolled panel and convector steel according to DIN EN 10130
standards.

« |deal thermal outputs with optimized pitch distance and wide convector
surface area approved by HLK Stuttgart GmbH.

« High corrossion resistance with state of art surface treatment.

» Ecological water based wet paint & RAL 9016 epoxy polyester electrostatic
powder paint.

e Maximum working temperature is 110°C.

¢ 6 xR 1/2” connection.

«  Wide assembly kit including mounting console, wall plugs, purger plugs,

|

screws and plastic clips.
« High quality production according to CE, EN 442, GOST - R, UKR SEPRO

standards.
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9lsy FLAT
PANEL RADIATORS

« Completely flat, smooth finish, homogeneous heat distribution, immensely
slim profile.

e Elegant and De Lux surface options.

« 4 Different Types: 10-P, 11-PC, 21-PCP, 22-PCCP

« 5 Different Heights : 300 mm, 400 mm, 500 mm, 600 mm, 900 mm

« 28 different length choices from 300 mm to 3000 mm with the increases of
100 mm.

e Cold Rolled panel and convector steel according to DIN EN 10130

standards.

« |deal thermal outputs with optimized pitch distance and wide convector
surface area approved by HLK Stuttgart GmbH.

« Floor standing consoles can be supplied upon request.

e High corrossion resistance with state of art surface treatment.

« Ecological water based wet paint & RAL 9016 epoxy polyester electrostatic
powder paint.

«  Maximum working temperature is 110°C.

« 4 xR 1/2” connection.

«  Wide assembily kit including mounting console, wall plugs, purger plugs,
screws and plastic clips.

« High quality production according to CE, EN 442, GOST - R, UKR SEPRO

standards.
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VERTICAL
PANEL RADIATORS

« Offering visual charm combined with state of art technology, vertical flat
surface radiators provide modern solution to a limited space room

applications.

e The Vertical Panel Radiator can be produced as ventil to be placed in
bottom right & left side or middle connection (Vertical Panel M Radiators)

upon request.

e Elegant and De Lux surface options.

« 2 Different Types: 10-P, 20- PP

e 3 Different Heights : 1600 mm, 1800 mm, 2000 mm

« 2 Different Lengths : 500 mm, 600 mm

« Cold Rolled panel and convector steel according to DIN EN 10130

standards.

e |deal thermal outputs with optimized pitch distance approved by HLK
Stuttgart GmbH.

e High corrossion resistance with state of art surface treatment.

e Ecological water based wet paint & RAL 9016 epoxy polyester electrostatic

powder paint.

«  Maximum working temperature is 110°C.

+ 4 xR 1/2” connection.

«  Wide assembly kit including mounting console, wall plugs, purger plugs,
screws and plastic clips.

e High quality production according to CE, EN 442, GOST - R, UKR SEPRO

standards.
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Oy4A STEEL
PANEL RADIATORS WWW.CALOREE.COM.TR

AESTHETIC DESIGN

Caloree Steel Panel Radiators are designed to have

HIGHER HEAT OUTPUT

high heating capacity, pressure endurance by
means of computerize simulated analysis and ' Caloree panel radiators possess an ideal thermal
design methods, obtained together with German “ ,:' SIS YLD D Gl (e CISEEes

heating science institute HLK Stuttgart. ' and convector size.

rﬁ‘lﬁré%;
LONG LASTING & SAFE WIDE RANGE OF PRODUCTS
Caloree panel radiators are long lasting and safe The wide product range incorporates 6 different
with their maximum operating pressure of 10 bar gz'ght choices (300, 400, 500, 602’ 750, 90032:)“)’
different length choices from 40 cm up to cm
and test pressure of 13 bar.
(which increases by 100 mm up to 200 cm and from
200 cm on increases by 200 mm) and 6 different
models (Type 10, Type 11, Type 20, Type 21,
Type 22, Type 33) which meet various demands.
FLAT SURFACE RADIATORS
Caloree offers horizontal and vertical flat surface CONFORMANCE WITH
radiators with Elegant and De Lux surface options. INTERNATIONAL STANDARDS

Caloree Panel Radiators, produced in state of art

production lines using German technology,

are in conformity with International Standards.
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TOWEL
DRIES

The most commonly used model

Alcea with its straight and curved body options, high heat efficiency and
economic price is one of the most demanding model of Caloree product range.
Alcea is able to meet all consumer requirements due to its high size range of
400, 450, 500, 550, 600, 700, 750 mm widths and heights ranging from 725
to 1760 mm.

Safe and Durable
All products are tested under 13.5 bar pressure. Only products passing

through 100% leakproofing test continue to next stages of production.

Shiny white rails

Fully automatic painting line is used in our production for the achievement of

the best product coatings. Special robotic spray guns used in the process result

in paint cover which is durable to salt test more than 500 hours.

Stylish chrome rails

Offered chrome coated towel driers are visiually more attractive and stylish. It

also increases the durability of towel driers against corrosion, wearing and

tearing.

High traceability
The system used in Caloree Steel Towel Drier production facility markes each
product with a distinctive number code at early stage of production. Serving as

identity code, this marking facilitates tracebility of products during production,

before and after sales.
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